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Copyright Information 
 

 
All information contained within this technical manual and accompanying software programs 
is copyright of Infineer Ltd. 
All rights reserved. It is a breach of copyright if this technical manual is copied or 
reproduced, in whole or part, using any means whatsoever, without the prior written approval 
of Infineer Ltd. 
Infineer Ltd gives no condition or warranty, expressed or implied, about the fitness of this 
technical manual or accompanying software product. Infineer reserve the right to make 
changes to this technical manual or the accompanying software product without notice to any 
person or company. 
Infineer Ltd shall not be liable for any indirect, special, consequential or incidental damages 
resulting from the use of this technical manual or the accompanying software whether caused 
through Infineer's negligence or otherwise. 
 
Infineer Ltd 
Balloo Avenue 
Bangor 
Northern Ireland 
BT19 7QT 
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INTRODUCTION 

NB This manual applies to 9055 Version(s) 1.03. 

 
This technical manual gives setup details of the 9055 PCounter Value Load 
Terminal. 
 
The Infineer 9055 forms an integral part of the Infineer PCounter Pro range of 
products. 
 

This technical manual is intended as an overview of the options and functional 
menus available to the system administrator and service technicians. 

 
Users enter their unique ID and password using the terminal's SMS style keypad 
and, if accepted,may then revalue their PCounter account's Balance, using the 
terminals coin acceptor and/or note acceptor. 
 
The terminal communicates with the Infineer PCounter Gateway Server software 
over TCP/IP network. 
 
Peripheral Options: 

 
 Note acceptor, Coin acceptor, Receipt Printer. 
 

 

9055 Features: 
� � Coin Acceptor has 6 channels.  

� � Note Acceptor has 4 channels. 

� � Multi-tap (SMS) entry for alphanumeric characters 

� � Accesses PCounter online accounts 

� � 10 Base T network interface 

� � Web Interface 
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Initial Power On and Memory Corruption 

At power-up the terminal will briefly display its profile, indicating model number, 
firmware version, and date of firmware creation. 
 

INFINEER 
9055 

Version 1.00 
Oct 28 2004 

 
The 9055 Terminal tests its on-board memory at power up to detect whether  this is 
the first time that the terminal has been powered up or if the EPROM has been 
changed from a previous version (or different model), or if the memory backup has 
failed during power off.  If this is the case, then the terminal will give a double beep, 
whilst "MEMORY CORRUPTION" is briefly displayed, after which the terminal will 
display "Clearing Memory! Please wait…" while it automatically sets all settings to 
their defaults. 
It will then briefly prompt "Set Clock", before allowing the current Date-Time to be 
entered 
( as described in Admin Menu Sections).  After this the terminal will enter standby 
mode. 
 
 NB a new unit will need need its own IP addresses set-up(including subnet mask 
and default gateway) before it can attempt to connect to the Infineer PCounter 
Gateway server. 
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STANDBY MODE 

After power-up   
(or at any time contact with the PCounter Gateway server is lost)  
the terminal will display: 
 
 

 
 
 
 
 
The terminal will then repeatedly broadcast a small UDP packet to declare  
itself to the PCounter Gateway server. The device will continue to broadcast  
this packet every few seconds until the PCounter Gateway server responds  
with its details (such as its IP address which can be viewed using the Host IP  
menu option). 
 
Once the server has responded, the screen will change to the normal standby  
prompt: 

 
 

 
 
 
 

                                             
If at any point the PCounter Gateway server fails to respond to the terminal for 
any reason, the terminal will revert to the MACHINE IS NOT AVAILABLE 
prompt until communications are resumed.  
 
In the event that the system becomes locked at the MACHINE IS NOT 
AVAILABLE prompt, press and hold any key until the PLEASE ENTER USER 
ID screen reappears from where it is possible to access the admin menu 
using its ID and password. 
(N.B.  in this case it is convenient to hold the first key of the Admin ID down 
whereupon it will   appear on the ENTER USER ID screen and you may then 
cycle through its SMS sequence as necessary) 
 
It is not possible for users to log on to their PCounter accounts whilst the 
network is disconnected. 

 

MACHINE IS NOT 
AVAILABLE 

 
 

Please Enter 
User ID 
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Multi-tap Text Input 

The Infineer 9055 features an ATM-style keypad for alphanumeric data entry 
from a numeric keypad. When alphanumeric data entry is required, it can be 
entered using the "multi-tap" method for entering text. Multi-tapping requires 
multiple key presses per letter for example, three presses of the “6” key to get 
the letter "o".  

To enter the letter "s", for example, press the “7” key four times; to enter the 
letter "x", press the “9” key twice. To correct errors, press the Undo key. For 
example, to type "hello", press the following keys: 
 
4-4 for "h", 3-3 for "e",  5-5-5 for "l",  7-7-7-7 for "s" 
 
To enter a number, you may either cycle through the letters represented by a 
key until the number appears in the sequence or simply press and hold the key 
until the number is displayed. For example, pressing the “2” key seven times will 
display the number "2", as will as holding the 2 key for one second. For basic 
symbols such as a period, keep pressing the “1” key until the desired symbol is 
displayed. The table below shows the character and symbol sequence for each 
key. 

 
Key  Full Character  Sequence 

0 <SPACE> 0 
1 . , ? ! - @ 1 
2 a b c A B C 2 à á â ã ä å æ ç À Á Â Ã Ä Å Æ Ç 
3 d e f D E F 3 è é ê ë È É Ê Ë 
4 g h I G H I 4 ì í î ï Ì Í Î Ï 
5 j k l J K L 5 
6 m n o M N O 6 �  ò ó ô õ ö ø Ñ Ò Ó Ô Õ Ö Ø 
7 p q r s P Q R S 7 ß 
8 t u v T U V 8 �  ú �  ü Ù Ú Û Ü 
9 w x y z W X Y Z 9 ý Ý 

 
Key  Shor t Character  Sequence 

0 <SPACE> 0 
1 . , ? ! - @ 1 
2 a b c A B C 2  
3 d e f D E F 3  
4 g h I G H I 4  
5 j k l J K L 5 
6 m n o M N O 6 
7 p q r s P Q R S 7 
8 t u v T U V 8 
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9 w x y z W X Y Z 9  
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User Operation 

In order to log-on, the user inputs a PCounter ID and password via the SMS-
style keypad. The user's logon details are verified and if they are rejected then 
the terminal will display "Logon Error", otherwise if the ID and password are 
accepted, the terminal receives the users account balance from the PCounter 
Gateway Server via the TCP/IP network. On receipt of the account details, the 
account Balance will be displayed on the screen. At this point, the terminal will 
enable the note and coin acceptors as appropriate and the user may enter the 
cash with which they wish to revalue their account. 
The displayed Balance will be updated with each accepted  note or coin. 
 
The user logs out by pressing any key on the terminal keypad.  
 
The user may also be automatically logged out of the terminal if no cash has 
been accepted within a predefined time limit (i.e. the terminal was left idle). 
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Menu Function Keys 

 
Key Name Functions 

CANCEL  Cancel 
(Escape) Aborts any operation 

ENTER Action Enters the settings 
displayed into machine 

2,8 
(� ,� ) 

 

 

Scroll 
 

Allows the operator to 
scroll up and down the 

menus 
2 means up, 8 means down. 
 
(until keyboard has  
markings the menus show 
up and down arrows beside 
these keys as a memory 
aid. The 2 key has the letter 
A, and the 8 key has the 
letter V which can also act 
as a helpful navigation aid) 

 

CLEAR Undo Undoes last operation. 
(i.e. acts like backspace) 

 
 



 Document:  AHB  

 

Description: 
PCounter Value Load Terminal 
Technical Manual 
 

Sheet 11 of 58 

 Issue: 2 Date: 05/11/04 AHB  
 

Accessing Admin Menus and Menu Options 

The menu within this terminal is split into three sections, Operator, Technical and 
Initialise. The bottom line of  a menu, sub-menu, or menu option will normally an 
be explanatory key prompt. 
 

The up and down keys are used to scroll forwards and backwards through the 
menu. To view or modify a menu item press the ENTER key. If the item behind 
the menu option is a single item, the value or state of the item will appear on the 
screen. If there is a sub-menu behind a menu option, then the items in the sub-
menu may be scrolled and accessed in a similar manner. 

Pressing the up and down keys will toggle the state of menu items that may be 
set to On or Off. All menu items that require a numeric value should be modified 
using the numeric keypad. To abandon the changes to a menu option, press the 
CANCEL key. To exit the main menu or a sub-menu, press the CANCEL key. 
 

To allow access to the menu functions, an administration account has been 
added. Entering the administrator ID and password will give access to all menus 
and sub-menus. The default administrator account details are given below: 

ID:    admin 
Password: admin  

Upon entry to the admin menu the screen will briefly display the profile for the 
terminal indicating model number, firmware version and date of firmware 
creation. 

 
Admin Menu's Key Instruction Prompts 
 

" � 2,� 8,ENTER,CANC"  
This indicates the menu or sub-menu may be scrolled through using the displayed up 
and down keys (2 and 8 in this example), ENTER enters the displayed menu item, 
and CANCEL exits from the current menu level to the one above(if already in the top 
level of the ADMIN Menu, just exits back to standby mode) 

 
"0-9 Edit, ENTER"  
This indicates the numeric value may be entered using the keys 0 to 9. Pressing the 
CLEAR (backspace) key will delete the last digit entered. (ENTER accepts the value, 
CANCEL exits without storing any changes). 
 
" � 2,� 8:Edit, ENT."  
This indicates the value may be edited using the displayed up and down keys (2 and 
8 in this example) to scroll through the available settings. 
(ENTER accepts the value, CANCEL exits without storing any changes). 
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OPERATOR ADMIN MENU 

The selections in the menu may be further sub divided into sub-menus of related tasks, any item 
in the menu in uppercase will have a sub-menu of related tasks. 

 
 
 
 

 
 

 
 

Pressing the ENTER key will enter the Operator menu. The following sections describe each of 
the menu items in detail. 

 

 
CASHMECH MENU This submenu contains setup information associated with the note and coin 

mechanisms.  
  

Config. Allows the note and coin mechanism setup to be selected. 
 

 
 
 
 
 
 
 
 
Pressing ENTER will display 

 
 
 
 

 
 
 
 
The up and down keys will cycle through the possible settings  
 

·  Note and Coin 
·  Coin Only 
·  Note Only 

 
The ENTER key will accept the configuration displayed. 

 

OPERATOR MENU 
 
 
� 2,� 8,ENTER,CANC 

Config. 
 
 
� 2,� 8,ENTER,CANC 

Config. 
= Note and coin 
 
� 2,� 8:Edit, ENT. 



 Document:  AHB  

 

Description: 
PCounter Value Load Terminal 
Technical Manual 
 

Sheet 14 of 58 

 Issue: 2 Date: 05/11/04 AHB  
 

CASHMECH VALUES This submenu contains setup information associated with the note 
and coin mechanisms.  

 
 
 
 

 
 
 
 
 

Pressing ENTER will display the following confirmation screen: 
 
 
 

 
 
 
 

 
Press ENTER for confirm (or CANCEL for escape from) entering the CASHMECH  
VALUES submenu. 

 
NB:  if Config. is set to note or coin only then only note or coin values will be 

displayed. 
 

NB:  if the cashmech values have never been edited before then they will be set to 
defaults when terminal is initialised (e.g. after memory corruption is cleared 
by a system card). 

 
NB:       cashmech values set in these menus will be retained through any future 

firmware updates/initialisations. 
 

Coin 1 – Coin 4 Value Cash cards require a table to translate cash acceptor 
channel into the amount of cash to be added to the card. 
When a coin that is programmed in channel 1 of the coin 
acceptor is tendered the cash value set in Coin 1 Value will 
be added to the card. A similar value exists for each coin 
channel. Whilst the Infineer card centres provide 6 coin 
channel inputs, some coin channels may be inhibited at the 
coin acceptor. 

 
 
l 
 
 
 

 
 
Pressing the up and down keys will scroll through the coin 
value options. 
 
 
 
 

CASHMECH VALUES 
 
 
� 2,� 8,ENTER,CANC 

CASHMECH VALUES 
 
 
CANCEL, ENTER: ok 

Coin 1 Value 
 
 
� 2,� 8,ENTER,CANC 
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Pressing the ENTER key will display 

 
 
    

 
 
 
 
Enter any new value using numeric keys or press CANCEL 
to exit without changing setting.  
Pressing ENTER will accept the displayed Coin 1 Value will 
be set. This process is repeated for the other coin values. 
 

Note 1 – Note 4 Value Cash cards require a table to translate cash acceptor 
channel into the amount of cash to be added to the card. 
When a note that is programmed in channel 1 of the 
banknote acceptor is tendered the cash value set in in Note 
1 Value will be added to the card. A similar value exists for 
each note channel. Whilst the Infineer card centres provide 4 
note channel inputs from the banknote acceptor, some note 
channels may be inhibited at the Note Acceptor. 

 
 The note value options behave in the same manner as the 

coin value options. 
 

 
 
 
 
 
 

Coin 1 Value 
 

      000000 
0-9 Edit, ENTER 
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RECEIPTS This sub-menu contains the options for the standard PCounter 
account Balance revaluation receipts option. 

 
 
 
 
 
 
 

 
 

 
Std. Receipts This menu selection will determine whether a receipt is printed after a 

PCounter account Balance has been revalued via a cash acceptor. 
 

 
 
 
 
 
 
 
Pressing the ENTER key will display the following: 

 
 

 
 
 

 
 

 
The up and down keys will scroll through the possible settings: 
 

·  None   –  no receipt 
·  Opt. revalue  –  only when user requests a receipt 
    after revaluation 
·  Auto. revalue  –  receipt printed automatically after 
    revaluation 
 

 
Pressing the ENTER key will accept the displayed setting. 

RECEIPTS 

 
 
� 2,� 8,ENTER,CANC 

Std. Receipts 

 
 
� 2,� 8,ENTER,CANC 

Std. Receipts 

 
None 
� 2,� 8:Edit, ENT. 
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A typical receipt layout is: 
 

------------------------------------------ 
INFINEER LTD 

     CASHLESS PAYMENT 
   AND CONTROL SYSTEMS 
------------------------------------------ 
I N F I N E E R           9 0 5 5  

Version   1.00 
   PCounter Value Load Device                    (Device Name) 

26 Feb 04       14:03 
------------------------------------------ 

CASH REVALUATION 
User ID   J.Bloggs 
New Value                        54.50 
------------------------------------------ 
Revaluation                         0.50 
------------------------------------------ 

 
 
Receipt Cut This setting allows the operator to choose between a Full or Partial 

Receipt Cut.  
A Full cut causes the receipt to fall into users hand. 
A Partial cut requires the receipt to be torn off. 

The default is Full Cut (9055 firmware versions before version 1.02      
always performed a partial cut). 

 
 

 
 
 
 
 
 
 
 
Pressing the ENTER key will display the following: 

 
 

 
 
 

 
 

 
The up and down keys will scroll through the possible settings of  
Full Cut and Partial Cut. 

Pressing the CANCEL key will exit without any changes.  

Pressing the ENTER key will store the changes and exit. 

Receipt Cut 

 
 
� 2,� 8,ENTER,CANC 

Receipt Cut 

 
Full 
� 2,� 8:Edit, ENT. 
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Set Clock 
 

Sets the date and time of the internal real time clock. 
 

Set Clock 
 
 
� 2, � 8,ENTER,CANC 

 
Pressing ENTER will display: 
 

Set Date 
 
       11 Oct 03 
0-9 Edit, ENTER 

 
The day (of month) will be highlighted. Using the numeric keypad the correct day 
value can be entered. Pressing the ENTER key will accept the setting and the 
screen will display: 

 

Set Date 
 
       11 Oct 03 
� 2, � 8:Edit, ENT. 

 
The month will be highlighted. Pressing the up or down keys will rotate through 
the month day settings. Pressing the ENTER key will accept the displayed week 
day and the screen will display: 

 

Set Date 
 

       11 Oct 03 
0-9 Edit, ENTER 

 
The year will be highlighted. Using the numeric keypad the correct year value 
can be entered. The century is defaulted to 20. Pressing the ENTER key will 
accept the setting and the screen will display: 

 
 

Week Day 
 
Friday 
� 2, � 8:Edit, ENT. 

 
The terminal has now calculated the weekday AUTOMATICALLY and displayed 
it. However, this correct day may be overridden by pressing the up or down 
keys which will rotate through the different weekdays. 
 Pressing the ENTER key will accept the displayed week day and the screen will 
display: 
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Set Time 
 
        09:45 
0-9 Edit, ENTER 

 
The hour will be highlighted. Using the numeric keypad the correct hour value 
can be entered. The real time clock uses the 24 hour clock format. Pressing the 
ENTER key will accept the setting and the screen will display: 

 

Set Time 
 
        09:45 
0-9 Edit, ENTER 

 
The hour will be highlighted. Using the numeric keypad the correct hour value 
can be entered. Pressing the ENTER  will accept the setting and return to the 
menu list. 
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TECHNICAL ADMIN MENU 
The selections in the menu may be further sub divided into sub-menus of related tasks, any item 
in the menu in uppercase will have a sub-menu of related tasks. 

 
 

 
 

 
 

Pressing the ENTER key will enter the Technical menu. The following sections describe each of 
the menu items in detail. 

 

PCOUNTER 

ADMINISTRATION   

 

 

This sub-menu contains options connected with the operation of PCounter. 

Admin ID Under this menu option, it is possible to set the administrator ID for  
the terminal.  

 

 

 

 

 

Pressing the ENTER key will display:  

 

 

 

 

The current Admin ID is displayed. The system administrator may input a new 
administrator ID using the SMS multi-tap keypad. Pressing the CANCEL key will exit 
without any changes. Pressing the ENTER key will store the changes and exit. 

 

 
 
 
 
 

TECHNICAL MENU 
 
 
� 2,� 8,ENTER,CANC 

PCOUNTER 
ADMINISTRATION 
 
� 2,� 8,ENTER,CANC 

Admin ID 
 
 
� 2,� 8,ENTER,CANC 

Admin ID 
admin 
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Admin Password Under this menu option, it is possible to set the administrator  

password for the terminal.  
 

 

 

 

 

Pressing the ENTER key will display:  

 

 

 

 

The current Admin password is displayed. The system administrator may input a new 
administrator password using the SMS multi-tap keypad. Pressing the CANCEL key 
will exit without any changes. Pressing the ENTER key will store the changes and 
exit. 

 

Set Device Name This menu item allows a name to be assigned to the terminal  
(device) that will appear on the web interface. 

 

 

 

 

 

Pressing the ENTER key will display:  

 

 

 

 

 

The current Device Name is displayed. The system administrator may input a new 
administrator Device Name using the SMS multi-tap keypad. Pressing the CANCEL 
key will exit without any changes. Pressing the ENTER key will store the changes and 
exit. 

 

 

 

 

Admin Password 
 
 
� 2,� 8,ENTER,CANC 

Admin Password 
admin 
 
 

Set Device Name 
 
 
� 2,� 8,ENTER,CANC 

Set Device Name 
PCounter Value Load 
Terminal 
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Audits  The audit menu allows screen or print X1/X2/Z1/Z2  audits to be  

viewed on screen or on printouts. 

 

 

 

 

Pressing ENTER will display the following selection screen: 
 
 
 

 

 

 

   Pressing ENTER will select Screen audits whilst pressing 7 key  

(SMS 'P') will select printed audits. 

The following audit sub-menu screen will then be displayed: 

 

 

 

 
The up and down keys may be used to scroll thought the daily X1,  
and X2 report options, and the period Z1 and Z2 report options. 
Pressing ENTER will select the displayed report for viewing/printing.  
The screen audits are navigated using the up and down keys and 
exited using the CANCEL key. 
 
Because Zn Reports update the audit data, the following confirmation 
display is given when they are selected: 
 

 

 
 
 
 
Press ENTER to confirm the Z report, otherwise press CANCEL to 
abandon. 
 
The Audit reports' data is described later in this document. 

 
 
 
 
 

AUDITS 
 
 
� 2,� 8,ENTER,CANC 

Choose Audit 
ENTER = Screen 
7 (P)       = Pr int 
 

X1 REPORT 
 
 
� 2,� 8,ENTER,CANC 

Z Report (clears) 
 
 
CANCEL=n,ENTER=y 
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InActive Timeout This option allows the system administrator to set the 

inactive timeout period  in seconds. The inactive timeout is 
the maximum period, after a successful log-on (and every 
subsequent act), during which no activity (i.e. cash 
acceptance) may occur at the terminal. When this time is 
exceeded the terminal will automatically log off the present 
user.  

 
 
 

 

 
 

Pressing the ENTER key will display: 
 

 
 

 

 
 
 

    A new value may be entered using the Numeric keys. 
Press the ENTER key to store the displayed value and exit.  
Press the CANCEL key at any time to exit this option without 
storing any changes. 

 Keyboard Entry 
Timeout This option allows the system administrator to set the 

Keyboard Entry timeout period in seconds. This timeout is 
the maximum period, after beginning an attempt to type in a 
user ID or password, and each subsequent key-press, which 
the user is allotted to press another key. 
When this time is exceeded the terminal will cancel the 
attempt and return to standby mode.  

 
 
 

 

 
Pressing the ENTER key will display: 

 

 

 
 
 

    A new value may be entered using the Numeric keys. 
Press the ENTER key to store the displayed value and exit.  
Press the CANCEL key at any time to exit this option without 
storing any changes. 

 

InActive TimeOut 
 
 
� 2,� 8,ENTER,CANC 

InActive TimeOut 
 

               60 
0-9 Edit, ENTER 

Keyboard Entry  
TimeOut 
 
� 2,� 8,ENTER,CANC 

Keyboard Entry 
TimeOut 
               5 
0-9 Edit, ENTER 
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UserName Type This variable indicates whether the Username ID is entered through an 

alphanumeric keyboard mode (the default) or through a numeric mode. 
A numeric username ID may be more convenient to type. 
(The power-up and "Machine Not Available" backdoors to the admin menu 
will always use alphanumeric keyboard entry so that the administrator ID 
and/or password may remain alphanumeric). 

 
 
 
 
 
 
 

Pressing the ENTER key will display 
 
 
 
 
 
 
 

Pressing the up and down keys will toggle the selection between 
Alphanumeric and Numeric.  
Pressing the ENTER key will accept the selection. 

 
 
Password Type This variable indicates whether the logon/admin password is entered through 

an alphanumeric keyboard mode (the default) or through a numeric mode. 
A numeric password may be more convenient to type. 
(The power-up and "Machine Not Available" backdoors to the admin menu 
will always use alphanumeric keyboard entry so that the administrator ID 
and/or password may remain alphanumeric). 

 
 
 
 
 
 
 

Pressing the ENTER key will display 
 
 
 
 
 
 
 

Pressing the up and down keys will toggle the selection between 
Alphanumeric and Numeric.  
Pressing the ENTER key will accept the selection. 

 

Username Type 
 
  
� 2,� 8,ENTER,CANC 

Username Type 
 
 Alphanumeric 
� 2,� 8:Edit, ENT. 

Password Type 
 
  
� 2,� 8,ENTER,CANC 

Password Type 
 
 Alphanumeric 
� 2,� 8:Edit, ENT. 
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NETWORK This submenu contains all functions relating to the (TCP/IP) network setup. 
 
 
 
 
 
 
 

The following options can then be accessed by pressing the ENTER key. 
(Press the CANCEL key at any time to exit this sub menu.) 
 
 

 
Host IP 

 
This option allows the 12 digit Infineer PCounter Gateway Server host PC’s IP  
address to be viewed (and perhaps edited).  
The terminal will normally be able to set this Host IP automatically using UDP. 
This is held in nonvolatile storage and previously set Host IP’s will be  
remembered after Initialise 7/21's. 
The 12-digit address is split into 4 sets of 3 digits (a dotted quad).  
Each set of 3 digits will be in the range of 000 – 255. 

 

Host IP 
 
 
� 2,� 8,ENTER,CANC 

 
Pressing the ENTER key will display: 

 

Host IP 
 
 192.164.012.034 
 0-9 Edit, ENTER 

 
The first three digits will be highlighted to indicate editing may be carried out  
on these three digits. 
Using the numeric keypad a value may be input.   
Pressing the CLEAR (backspace) key will delete the last key value entered.  
Pressing the CANCEL(escape) key will exit without any changes. 
Pressing the ENTER key will temporarily store the changes and move to the  
next set of 3 digits.  
All 4 sets of 3 digits are edited in the same manner 
The new settings will not be stored until the last set of 3 digits is highlighted  
and the ENTER (action) key pressed. 
Press the CANCEL (escape) key at any time to exit this sub menu. 

 
DHCP Mode 

Using this menu option, it is possible to enable the use of DHCP at the 
terminal. When DHCP mode is enabled, the terminal will receive its terminal 
IP address, gateway IP address and subnet mask from the DHCP server. 

NETWORK 
 
 
� 2,� 8,ENTER,CANC 
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(if no DHCP server is present on network then the terminal IP will remain as 
0.0.0.0) 

NB when DHCP is ON, the terminal IP, Gateway IP and Subnet Mask 
items may only be viewed. 

 

 
 
 
 

Pressing the ENTER key will display: 
 
 
 
 
 

Pressing the up and down keys will toggle the selection. Pressing the 
ENTER key will accept the selection. 

 
Terminal IP 

 
This option allows the 12 digit terminal IP address to be viewed or edited.   
The 12-digit address is split into 4 sets of 3 digits (a dotted quad).  
Each set of 3 digits will be in the range of 000 – 255. 
 

Terminal IP 
 
 
� 2,� 8,ENTER,CANC 

 
Pressing the ENTER key will display: 

 
(1) DHCP is ON (so IP may only be viewed) 
 
 
 
 
 
 
 
 
Pressing CANCEL or ENTER will exit the view. 
 
(2) DHCP is OFF (so IP may be viewed AND edited) 

 

Terminal IP 
 
 192.164.012.099 
 0-9 Edit, ENTER 

DHCP Mode 
 
 
� 2,� 8,ENTER,CANC 

DHCP Mode 
 
      OFF 
� 2,� 8:Edit, ENT. 

Terminal IP 
 
 192.164.012.099 
Exit:CANCEL,ENT. 
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The first three digits will be highlighted to indicate editing may be carried out  
on these three digits. 
Using the numeric keypad a value may be input.   
Pressing the CLEAR (backspace) key will delete the last key value entered.  
Pressing the CANCEL(escape) key will exit without any changes. 
Pressing the ENTER key will temporarily store the changes and move to the  
next set of 3 digits.  
All 4 sets of 3 digits are edited in the same manner 
The new settings will not be stored until the last set of 3 digits is highlighted  
and the ENTER (action) key pressed. 
Press the CANCEL (escape) key at any time to exit this sub menu. 

 
Subnet Mask IP 

 
This option allows the 12 digit Subnet Mask to be viewed or edited.   
The 12-digit address is split into 4 sets of 3 digits (a dotted quad).  
Each set of 3 digits will be in the range of 000 – 255. 
 

Subnet Mask IP 
 
 
� 2,� 8,ENTER,CANC 

 
Pressing the ENTER key will display: 

 
(2) DHCP is ON (so IP may only be viewed) 
 
 
 
 
 
 
 
Pressing CANCEL or ENTER will exit the view. 
 
 
(2) DHCP is OFF (so IP may be viewed AND edited) 

 

Subnet Mask IP 
 
255.255.255.000 
 0-9 Edit, ENTER 

 
The first three digits will be highlighted to indicate editing may be carried out  
on these three digits. 
Using the numeric keypad a value may be input.   
Pressing the CLEAR (backspace) key will delete the last key value entered.  
Pressing the CANCEL(escape) key will exit without any changes. 
Pressing the ENTER key will temporarily store the changes and move to the  
next set of 3 digits.  
All 4 sets of 3 digits are edited in the same manner 

Subnet Mask IP 
 
255.255.255.000 
Exit:CANCEL,ENT. 
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The new settings will not be stored until the last set of 3 digits is highlighted  
and the ENTER (action) key pressed. 
Press the CANCEL (escape) key at any time to exit this sub menu. 

 
 
Default Gateway (IP) 

 
This option allows the 12-digit default gateway IP address to be viewed or  
edited.   
The 12-digit address is split into 4 sets of 3 digits (a dotted quad).  
Each set of 3 digits will be in the range of 000 – 255. 
 

Default Gateway 
 
 
� 2,� 8,ENTER,CANC 

 
Pressing the ENTER key will display: 

 
(3) DHCP is ON (so IP may only be viewed) 
 
 
 
 
 
 
 
Pressing CANCEL or ENTER will exit the view. 
 
 
(2) DHCP is OFF (so IP may be viewed AND edited) 

 

Default Gateway 
 
 192.164.012.040 
 0-9 Edit, ENTER 

 
The first three digits will be highlighted to indicate editing may be carried out  
on these three digits. 
Using the numeric keypad a value may be input.   
Pressing the CLEAR (backspace) key will delete the last key value entered.  
Pressing the CANCEL(escape) key will exit without any changes. 
Pressing the ENTER key will temporarily store the changes and move to the  
next set of 3 digits.  
All 4 sets of 3 digits are edited in the same manner 
The new settings will not be stored until the last set of 3 digits is highlighted  
and the ENTER (action) key pressed. 
Press the CANCEL (escape) key at any time to exit this sub menu. 

 
 
 
 

Default Gateway 
 
 192.164.012.040 
Exit:CANCEL,ENT. 
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CHIPSET DETAILS 

 
This sub-menu allows information on the TCP/IP chipset to be displayed. 
 

 
 
 
 
 

 
The following options can then be accessed by pressing the ENTER key. 
(Press the CANCEL key at any time to exit this sub menu.) 

 
  View MAC address  
  This allows TCP/IP chipset's MAC address to be viewed(as hex). 
 

View MAC address 
 
 

� 2,� 8,ENTER,CANC 

 
Pressing the ENTER key will display:   

 
 

 
 
 
 
 

Pressing CANCEL or ENTER exit the view. 
 

View Model    
  This allows TCP/IP chipset's firmware version be viewed. 
 
 

 
 

 
Pressing the ENTER key will display: 

 
 

 
 
 

 
 
 

Pressing CANCEL or ENTER exit the view. 
 

CHIPSET DETAILS 
 
 
� 2,� 8,ENTER,CANC 

MAC address 
 

     00039406037C 

Exit:CANCEL,ENT. 

View Model 
 
 

� 2,� 8,ENTER,CANC 

Model 
 

 ConnectOne IChip 

Exit:CANCEL,ENT. 
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  View Version     
  This allows TCP/IP chipset's firmware version be viewed. 
 
 
 
 

 
 
 
 

Pressing the ENTER key will display: 
 
 
 
 
 
 
 

 
Pressing CANCEL or ENTER exit the view. 

 
 
  View Serial ID      
  This allows TCP/IP chipset's serial ID number to be viewed. 
 
 
 
 
 
 
 
 

Pressing the ENTER key will display: 
 
 
 
 
 
 
 

 
Pressing CANCEL or ENTER exit the view. 

 
 

View Version 
 
 

� 2,� 8,ENTER,CANC 

IChip Version 
   IL702P15 
   22.12.2002 

Exit:CANCEL,ENT. 

View  Serial ID 
 
 

� 2,� 8,ENTER,CANC 

Ichip Serial ID 
    
      02090293 

Exit:CANCEL,ENT. 
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LCD CONTRAST 

This option increases or decreases the LCD contrast. 
 

LCD contrast 
 
 
� 2,� 8,ENTER,CANC 

 
Pressing the ENTER key will display: 

 
LCD contrast 
 
            9 
� 2,� 8:Edit, ENT 

 
Pressing the up or down keys will increment or decrement the contrast value. The 
value should be adjusted until the information on the screen is clearly visible. The 
higher the value, the darker the display becomes. Pressing the ENTER (or CANCEL) 
key will accept the displayed setting and exit this option. 

 
 
Currency  
 
This option sets the terminal default currency symbol, separator position and separator symbol for 
displaying cash amounts. 
 

Currency 
 
 
� 2,� 8,ENTER,CANC 

 
Pressing the ENTER key will display: 

 
 

Currency 
Symbol 
        $xx.xx 
� 2,� 8:Edit, ENT 

 
  Pressing the up or down keys will scroll through the available currency symbols.  
  Pressing the ENTER key will accept the displayed setting and the screen displays. 
 

Currency 
Separator 
        $xx.xx 
� 2,� 8:Edit, ENT 

 
  Pressing the up or down keys will scroll through the available currency separators.  
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  Pressing the ENTER key will accept the displayed setting and the screen again  
  displays. 

 

Currency 
 
 
� 2,� 8,ENTER,CANC 

 
 
 
SMS Sequence  This variable determines wthether the full (extended) SMS key sequence is 

used (includes characters such as è é ê ë etc), or the short SMS sequence. 
 These sequences are described in the "Multi-tap Text Input" Section of this 

document. 
 
 
 
 
 
 
 

Pressing the ENTER key will display 
 
 
 
 
 
 
 

Pressing the up and down keys will toggle the selection between Extended 
and Short.  
Pressing the ENTER key will accept the selection and exit this option. 

 
 
 
Internal Printer This variable indicates the presence of an internal receipt printer. If this 

variable is set to OFF, no receipt printer is fitted, if set to ON the receipt 
printer is fitted 

 
 
 
 
 
 
 
 

Pressing the ENTER key will display 
 

SMS Sequence 
 
 
� 2,� 8,ENTER,CANC 

SMS Sequence 
 
Extended 
� 2,� 8:Edit, ENT. 

Internal Printer 
 
  
� 2,� 8,ENTER,CANC 
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Pressing the up and down keys will toggle the selection. Pressing the 
ENTER key will accept the selection. 

 
 
 
Language Allows selection of the language for the user prompts. 
 
 
 
 
 
 
 
 

Pressing the ENTER key will display 
 
 
 
 
 
 
 

The up and down keys will cycle through the possible settings  
·  English 
·  Spanish 
·  Dutch 
·  French 

 
The ENTER key will accept the language displayed. 

 
 

Internal Printer 
 
 OFF 
� 2,� 8:Edit, ENT. 

Language 
 
  
� 2,� 8,ENTER,CANC 

Language 
English 
 
� 2,� 8:Edit, ENT. 
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INITIALISE ADMIN MENU 

The selections in the menu may be further sub divided into sub-menus of related tasks, any 
item in the menu in uppercase will have a sub-menu of related tasks. 
 
 

 
 

 
 

Pressing the ENTER key will enter the Technical menu. The following sections describe each of 
the menu items in detail. 

 
Initialise 

 
 
 
 
 
 
 
 

Pressing the ENTER key will display 
 
 

 
 
 
 
 
 

 
By setting Initialise = 7 all data in the RAM of the device will be cleared.  

 
NB: On initialisation 7 or 21 all StandAlone audit data will be lost. 

 
Use the numeric keypad to enter the initialise option. If any mistakes are made while 
entering the number, use the CLEAR key to correct them. Press the ENTER key to 
confirm (or CANCEL to abandon). 
 

 

 
 

 
 
 
 
 

INITIALISE MENU 
 
 
� 2,� 8,ENTER,CANC 

Initialise 
 
  
� 2,� 8,ENTER,CANC 

Initialise 
 

              000 
0-9 Edit, ENTER 
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Jumper Settings 
 
J1 – Pulse Stretch Circuit 
Enables or disables the pulse stretch circuit required for the thick card readers. 

 
 
Pulse stretch off – 9250 and 9550/9650 
 
 
 
Pulse stretch on - 9450 
 
 

 
J2 – Card Transport 
Switches between the standard card transport and the ACS based card transport. 

 
 
 
 
Standard card transport - 9550 
 
 
 
 
 
 
 
ACS card transport - 9650 
 
 
 
 
 
 

J3 – Battery Backup 
Disconnects the battery backup supply from the RAM, clearing the RAM of its contents. 

 
 
Battery backup connected 
 
 
 
Battery backup disconnected 
 
 

J4 – BDM Connection 
Not applicable to end user 
 
 

S tr        Nrm  

S tr        Nrm  

Std 

ACS 

Std 

ACS 

        V bak 

        V bak 
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J5 – RAM Addressing 
Selects the address range of the fitted RAM. 

 
 
128kx8 RAM 
 
 
 
512kx8 RAM 
 
 

J6 – ROM Addressing 
Selects the address range of the fitted ROM. 
 

 
 
1M, 2M and 4M bit ROM 
 
 
 
512k bit ROM 
 
 

 
J7 – Select ACS reader 
 
Must be closed when ACS reader is used otherwise left open. 

 
 
Link Closed:   ACS reader selected - 9650 
 
 
 
 
Link Open:    Other readers selected - 9550 
 
 

 
J8 – External Power supply Voltage 
Selects the power supply rating. 

 
 
5v Supply 
 
 
 
 
 
12v Supply  
 
 
 
 
 

H1 – BDM Connection    Not applicable to end user 

A 17      Vbk 

A 17      Vbk 

V dd      A 17 

V dd      A 17 

EXT 
VSEL 

EX T 
VS E L 

        A C S  

        A C S  
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POWER SUPPLY 
 

SAFETY NOTES 
 

The card centre should be connected to a SWITCHED MAINS SOCKET outlet that is located as close 
to the unit and should be easily accessible for the purposes of mains isolation. 
 
The Infineer card centre must be earthed. 
 
The Infineer card centre may be operated with the door open for setting up purposes and whilst 
emptying the Coin Box and Note Stacker.  Switch off and disconnect the mains plug before servicing 
the unit. 
 
Do not operate the unit in the presence of flammable gases or fumes, or after the entry of fluid into the 
unit. 
 
The power supply / supplies are an internal Switched Mode Power Supply with primary voltage levels 
to suit local conditions.  The 85-264V AC or 110-340V DC 47-440Hz (or DC) input voltage connection 
and 12 V DC output voltage connection are shown on the  wiring diagram below. 
 

LDA 50 SWITCH MODE
POWER SUPPLY

CN2
PIN 1

PIN 1

CN1
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28 COLUMN INTERNAL PRINTER 
Infineer use the Custom TPT60 RS232 internal receipt printer mechanism.  This printer has been set 
for operation using the following configuration. 
 

Print Speed 9600 baud 
Data Bits 8 
Parity None 
Columns 28 
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BATTERY  
The battery used in this product is a Lithium Thionyl Chloride cell. 

 
LITHIUM BATTERIES 
 
SAFETY PRECAUTIONS 
 
These batteries are very high energy systems containing highly active materials and as such 
should be treated with respect.  However, the cells are designed with a safety vent which will 
allow the quiet release of electrolyte under conditions of abuse.  To ensure trouble free use of 
lithium batteries the following safety considerations should be observed. 
 
TEMPERATURE 

These batteries should not be used a temperature in excess of 70°C and for safety reasons never 

exposed to temperatures above 100°C. 
 
PHYSICAL ABUSE 
Do not open, puncture crush, deform or tamper with the cells as this may release the active electrolyte 
and may also expose materials which are potentially flammable. 
 
These cells must not be exposed to excessive heat or naked flames as this will usually cause the cell 
to vent and under extreme conditions may result in violent venting. 
 
ENCLOSURE RESTRICTIONS 
Lithium cells must never be encapsulated or used in an hermetically sealed enclosure which could 
inhibit the operation of the integral safety vent in the side of the cell. 
 
PROCEDURES FOR DAMAGED CELLS 
In the unlikely event of a cell rupturing, being punctured or the safety vent opening for whatever 
reason it must be disposed of in a careful manner.  Suitable protective clothing should be worn to 
protect skin and eyes when handling such cells and if the skin has come into contact with the 
electrolyte, it should be washed thoroughly with water.  The thionyl chloride electrolyte is a corrosive 
liquid and is an irritant. 
 
DISPOSAL 
Quantities of up to 5 cells may be disposed of with the normal waste. 
 
Large number of cells should be disposed of in a secured land fill, by arrangement with local authority 
or by an independent contractor.  Prior to disposal the cells should have their terminals insulated and 
be sealed in polythene bags.  It is preferable that cells be fully discharged before disposal to below a 
2V open circuit voltage. 
 
 

DO NOT DISPOSE OF IN FIRE 
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AUDITS 
The audit menu allows a record of the terminals usage to be examined (in addition to the 
information recorded by the Infineer PCounter Gateway Server). 

 

First of all the user will be offered the choice between Print and Screen audits: 
 
 
 
 
 
 
 
Press ENTER for a screen audit or 7(P) a printed audit on the internal receipt printer. 

 
If a receipt printer is available (Internal Printer menu option set to ON) then this may be used for 
audits, otherwise no printed audits are available. 
 
The audit menu provides all or some of the following options: 
 

Report Description 

X1 Report Displays the daily totals without clearing them 

X2 Report Displays the period totals without clearing them 

Z1 Report 
Displays the daily totals, adds them to the period totals and then clears the 
daily totals 

Z2 Report This will display the period totals and then clear them 
 
 

Choose Audit 
ENTER = Screen 
 7 (P)    = Pr int 



 Document:  AHB  

 

Description: 
PCounter Value Load Terminal 
Technical Manual 
 

Sheet 41 of 58 

 Issue: 2 Date: 05/11/04 AHB  
 

Due to restrictions on the screen area the following abbreviations are used for the totals.  The 
applicability of each total is also given. 

 
For Z screen audits Z will shown instead of X, for example, Z Lost R. 

 
 
 
 
 
 

PRINT AUDITS 
The audit information as described in the screen audit section may be output the internal receipt 
printer (if fitted). 
 

 
Printer Selection 
Setting the menu item Internal Printer to ON the audit data will be output on the receipt printer. 
Setting the Internal Printer to OFF will mean printed audits are unavailable. 

FIELD NAME DESCRIPTION 

X Cash Total Cash received. 
X #Customers Total  Number of users who entered correct ID and password(not 

including usage of the Admin ID). 
X C1 Total Cash received for Coin 1 channel 
X C2 Total Cash received for Coin 2 channel 
X C3 Total Cash received for Coin 3 channel 
X C4 Total Cash received for Coin 4 channel 
X C5 Total Cash received for Coin 5 channel 
X C6 Total Cash received for Coin 6 channel 
X N1 Total Cash received for Note 1 channel 
X N2 Total Cash received for Note 2 channel 
X N3 Total Cash received for Note 3 channel 
X N4 Total Cash received for Note 4 channel 
X N5 Total Cash received for Note 5 channel 
X N6 Total Cash received for Note 6 channel 
  
X #Coin Alarms (Screen audit only) Number of alarms sent by Coin Acceptor 
X #Note Alarms (Screen audit only) Number of alarms sent by Note Acceptor 
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Web Interface 

The 9055 terminal has its own web server which allows some  of its details and settings to be 
read and/or updated remotely, using a Web Browser. 
 
It is divided into sections and those that apply to the 9055 terminal are: 
 

·  Overview.  
(Read Only) Terminal Model and Firmware information, Terminal hardware 
information,  network interface chip and network TCP/IP controller 
information. 
 

·  User Interface. 
Settings such as LCD Contrast, terminal language etc may be read and/or 
updated. 
 

·  Network. 
Contains details about the PCounter Pro Network and the Local Area Network 
connection. All items other than the Terminal Name should be changed with 
care!! 
 
 

NB To change settings using the Web Server, a password must be entered. 
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Appendix A  Compliance and Safety 
 
European Notice 
 
This device complies with the EMC Directive 89/336/EEC and conforms to EN 55022 Class A. These 
limits are designed to provide reasonable protection against harmful interference when the equipment 
is operated in a commercial environment. This equipment generates, uses and can radiate radio 
frequency energy and, if not installed and used in accordance with the instruction manual, may cause 
harmful interference to radio communications. 
 
Operation of this equipment in a residential area is likely to cause harmful interference in which case 
the user will be required to correct the interference at his/her own expense. 
 
 
USA Notice (FCC) 
 
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two 
conditions: 
 
1.This device may not cause harmful interference. 
2.This device must accept any interference received, including interference that may cause undesired 
operation. 
 
This equipment has been tested and found to comply with the limits for a Class A digital device, 
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection 
against harmful interference when the equipment is operated in a commercial environment. This 
equipment generates, uses and can radiate radio frequency energy and, if not installed and used in 
accordance with the instruction manual, may cause harmful interference to radio communications. 
Operation of this equipment in a residential area is likely to cause harmful interference in which case 
the user will be required to correct the interference at his/her own expense. 
 
Modifications to this device, not approved by Infineer Ltd, may void the authority granted to the user 
by the FCC to operate this equipment. 
 
 
Liability Statement 
 
This Infineer product is built to the high standards of Infineer Ltd. Please take heed of the Warning 
and Caution labels that have been placed on the equipment for your safety. Please do not attempt to 
operate or repair this equipment without adequate training. Any use, operation or repair in 
contravention of this document is at your own risk. By acceptance of this equipment you hereby 
assume all liability for incidental, special or consequential damage of any kind.  
Device specifications and options are subject to change at the sole discretion of Infineer Ltd without 
notice. 
 
 
Safety Statement 
 
The following basic safety tips are given to ensure safe installation, operation and maintenance of 
Infineer equipment and are not considered as comprehensive on all safety matters. 
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·  Connect equipment to a grounded power source 
·  Insure floors in area are dry and non-slip 
·  Know the location of circuit breaker and how to operate them in the case of an emergency 
·  Know the location of fire extinguishers and how to operate them 
·  Use adequate lighting 
·  Use proper lifting techniques when moving or installing the equipment 
·  Use standard electrostatic discharge precautions when working near or on the electronic 

circuits 
·  Operate the device with the door closed 
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Appendix B  DRAWINGS. 
This section consists of the following drawings: 
 

145700 Card Centre Connector Positions 

145800 Card Centre Dual Power Supply Connections 

145900 Card Centre Single Power Supply Connections 

483900 Network Cable Assembly 

141003 Custom Reval Printer – Serial Comms 

091300 Card Centre Coin Mechanism Interface Cable Assembly 

141103 Card Centre 12V PBA Cable Assembly 

140803 Outboard Mains Power Supply 

140903 Inboard Mains Power Supply 
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Interface Cable Assembly

Redrawn, no physical change from issue3
See Vutrax for previous issues 03/02

5 Cable spec changed from 7/0.1 to 7/0.2
at manufacturer's request
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 SIZE  CAGE CODE  DWG NO

 SHEET

 REV

 TITLE

A4 141103 03DRAWN BY

1 OF  1

12V Power Supply Cable

Steven D Dickson

P
in 1

(1) H
ousing 1

(1) H
ousing 2

P
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(2) C
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1280m
m

 +
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Drawing 
Revision No.

Change HistoryDate

01 Initial Issue30/04/99

Connector 1
Pin No.

Connector 2
Pin No.Wire Colour Signal Name

1

2

3

4

5

6

7

8

9

Packing / Identification - note B applies

Ground

4

2

+12 V

Table 'A' - Pin Assignment

Infineer Card Centre - Cable Assys
Pat Number: 141100

DATE 02/06/99APPROVED BY Chris Stubbs

Notes :
(A)  Packaging requirement for external cable assy. is 
      sealed in plastic bag and labled with Absec part #
      and description.
(B)  Internal cable assy is labeled with Absec part #.

(1)  Connectors :
      Housing 1: TAICOM type TBP/A,  3 way, 5mm pitch block 
      fitted with wire protection guards, pins: brass - nickel 
      and tin plated. Body matl: UL94V-0 glass filled polyester. 
      Current rating - 10 amp, Voltage 250Vac, Temp: -55_+105oC,
      Housing 2 : 4 Way 4mm pitch Crimped Plug LDA 30/50C 
      Kit - supplied by XP PLC
      The same parts or equivelant
   
     (2)  Wires / Cable:  

      Cable 1: PVC insulated BASEC approved plain stranded
      copper to BS6500. CSA 0.75mm2, Conductor size 16/0.2,
      Nom wall thickness 0.6, Nom outside diameter 2.8, 
      Current rating 6 amp.
      Cable twisted prior to cutting to obtain correct length.
      Colours as per table 'A' pin assignment

Black

Red

03

04

Infineer Ltd

Balloo Avenue
Bangor

(028) 91476000

02 02/06/99

Removal of all Absec references28/03/02
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A4 140803 02DRAWN BY

1 OF  1

Outboard Mains Power Supply Cable

Steven D Dickson

Notes :
(A)  Packaging requirement for external cable assy. is 
      sealed in plastic bag and labled with Absec part #
      and description.
(B)  Internal cable assy is labeled with Absec part #.

(1)  Connectors :
      Housing 1: ST18 Compact 3 pole Connector with strain relief
      female - black. Current rating: 16 Amp, Wire Size 2.5mm, 
      Contacts Brass
      IP20, 100 oC, UL approved.
      Housing 2: Crimp Insulated Ring Type terminal - 5mm,
      Cable size  1.5mm2 
      The same parts or equivelant
     (2)  Wires / Cable:  
      Cable 1: 3-Core Round 2183Y PVC Covered Cable,
      BS6500 Table 15. 0.5mm2 csa, current rating 3amp, 
      construction 16/0.2mm, nominal diameter 5.8mm
      Cable 2: 1.5mm2 / 16awg, conductor size 30/0.25, 
      current rating 21amp, overall diameter 3.4mm,
      Wall thickness 0.8mm, UL style 1015 Approvals - UL, BS6231, 
      CSA TEW
      Colours as per table 'A' pin assignment

(1) H
ousing 1

P
in 1

(1) H
ousing 2
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m

m
m

 

(2) C
able 2
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Infineer Card Centre - Cable Assys
Part Number: 140800

DATE 27/04/99APPROVED BY

Connector 1
Pin No.

Connector 2
Pin No.Wire Colour Signal Name

1

2

3

4

5

6

7

8

9

Blue

Brown

Yellow / Green Ground

Positive 240V

Negative 240V

1

Table 'A' - Pin Assignment

Packing / Identification - note B applies

Drawing 
Revision No.

Change HistoryDate

01

02

03

04

05

Initial Issue30/04/99

Chris Stubbs

Infineer Ltd

Balloo Avenue
Bangor

(028) 91476000

28/03/02 Replace Absec references with Infineer

 



 
D

ocum
ent:  

A
H

B
 

 

 

D
escription: 

PC
ounter V

alue L
oad T

erm
inal 

T
echnical M

anual 
 

Sheet 57 of 58 

 
Issue: 2 

D
ate: 05/11/04 

A
H

B
 

 
 

 SCALE

 SIZE  CAGE CODE  DWG NO

 SHEET

 REV

 TITLE

A4 140903 02DRAWN BY
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Inboard Mains Power Supply Cable

Steven D Dickson
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(2) C
able 2

Notes :
(A)  Packaging requirement for external cable assy. is 
      sealed in plastic bag and labled with Absec part #
      and description.
(B)  Internal cable assy is labeled with Absec part #.

(1)  Connectors :
      Housing 1: ST18 Compact 3 pole Connector with strain relief
      male - black. Current rating: 16 Amp, Wire Size 2.5mm, 
      Contacts Brass
      IP20, 100 oC, UL approved.
      Housing 2: 5 Way 4mm pitch Crimped Plug LDA 30/50C 
      Kit - supplied by XP PLC
      Housing 3: Crimp Insulated Ring Type terminal - 5mm,
      Cable size  1.5mm2 
      The same parts or equivelant
     (2)  Wires / Cable:  
      Cable 1: 2-Core Round 2182Y PVC Covered Cable,
      BS6500 Table 15. 0.5mm2 csa, current rating 3amp, 
      construction 16/0.2mm, nominal diameter 5.4mm
      Cable 2: 1.5mm2 / 16awg, conductor size 30/0.25, 
      current rating 21amp, overall diameter 3.4mm,
      Wall thickness 0.8mm, UL style 1015 Approvals - UL, BS6231, 
      CSA TEW
      Colours as per table 'A' pin assignment

Infineer Card Centre - Cable Assys
Part Number - 140900

DATE 27/04/99APPROVED BY:

Drawing 
Revision No.

Change HistoryDate

01

02

03

04

05

Initial Issue30/04/99

Connector 1
Pin No.

Connector 2
Pin No.Wire Colour

1

2

3

Brown

Blue

Signal NameConnector 3
Pin No.

1

Earth

Negative 240V

Positive 240V

Yellow / Green 1

3

5

Packing / Identification - note B applies

Table 'A' - Pin Assignment
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Chris Stubbs

Infineer Ltd

Balloo Avenue
Bangor

(028) 91476000

28/03/02 Replace Absec References with Infineer
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